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Exploded View - Front and Rear Mudguards - Rocket III and Classic 
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Exploded View - Front and Rear Footrests - Rocket III 
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Exploded View - Front Footboards - Rocket III Classic 
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Exploded View - Pannier Rail- Rocket III Touring 
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Exploded View - Seat and Tool Kit - Rocket III 
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Exploded View - Seat - Rocket III Touring 
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Exploded View - Windscreen - Rocket III Touring 
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Exploded View - Side Stand - Rocket III and Classic 
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General Frame Inspection 

1. Inspect the frame, footboards (if fitted) and footrests 
for accident and other damage, cracks, splits and 
general dilapidation. Check all fixings for security. If 
any faults are found, the frame must be replaced. 

If the motorcycle is involved in an accident or collision it 
must be taken to an authorised Triumph dealer for 
inspection and repair before it is ridden again. 

The frame must not be modified in any way. Any 
modification to the frame, such as welding or drilling, 
may weaken the structure causing an unsafe riding 
condition leading to loss of control and an accident. 

2. Check the operation of the side stand to make sure it 
is securely held in the retracted position by the 
spring. Rectify any faults. 

If the return spring is faulty, the side stand could extend 
whilst the motorcycle is being ridden. This will cause an 
unsafe riding condition, which could lead to loss of 
motorcycle control and an accident. 

Bank Angle Indicators - Rocket III and Classic 

1. Inspect the bank angle indicators on the rider's 
footrests/footboards for wear. The bank angle 
indicators are worn out when Smm of the bank 
angle peg remains. 

Smm 

Bank Angle Indicators 

Use of a motorcycle with bank angle indicators worn 
beyond the maximum limit (when the bank angle 
indicator is worn to a minimum 5 mm in length) will 
allow the motorcycle to be banked to an unsafe angle. 
Therefore, always replace the bank angle indicator pegs 
when they are worn to 5 mm in length. 
Banking to an unsafe angle may cause instability, loss of 
motorcycle control and an accident. 

The bank angle pegs must not be used as a guide to 
how far the motorcycle may be safely banked. This 
depends on many various conditions including, but not 
limited to, road surface, tyre condition and weather. 
Banking to an unsafe angle will lead to loss of 
motorcycle control and an accident. 
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Bank Angle Indicators - Rocket III Touring 

1. Bank angle indicators are located on the outer edge 
of the riders footboards. 

ceoe4 

Inspect the bank angle indicators for wear on the 
outer edge. 
Replace the bank angle indicators when the bank 
angle indicator is worn before the footboard can start 
to get damaged. 

1. Bank angle indicator 

When banking and the bank angle indicator, attached to 
the riders footboard, makes contact with the ground, the 
motorcycle is nearing its bank angle limit. A further 
increase of the banking angle is unsafe. 
Banking to an unsafe angle may cause instability, loss of 
motorcycle control and an accident. 

Frame and Bodywork 

Seats 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

To prevent damage to the seat and its cover, care must 
be taken not to drop the seat. Do not lean the seat 
against the motorcycle or a wall as it may fall. Instead, 
place the seat, with the seat cover facing up, on a flat 
surface which is covered with a soft cloth. 

Rider's seat - Rocket III and Classic 

The seat lock is located at the rear of the right hand side 
cover. 

Rocket III only: To remove the rider's seat, insert the 
ignition key into the seat lock and turn it anti-clockwise 
while pressing down on the rear of the seat. This will 
release the seat from its lock and allow it to be slid 
upwards for complete removal from the motorcycle. 

Rocket III Classic only: To remove the seat, insert the 
ignition key into the seat lock and turn it anti-clockwise, 
while pulling on the release cord located under the left­
hand rear of the seat. 

1. Seat lock 

Rocket III only: To refit the rider's seat, engage the seat's 
tongue under the fuel tank and press down at the rear to 
engage in the seat lock. 

Rear Seat - Rocket III only 

Remove the rider's seat and release the fixings securing 
the rear seat to the mudguard. 
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To refit the rear seat, position it to the rear mudguard and 
tighten the three fixings to 9 Nm. Refit the rider's seat. 

Rocket III Classic only: 

1. Seat tongue 
2. Centre bayonet 
3. Rear lock 
4. Rear bayonet 

Note: 

• An audible click can be heard when the 
bayonets have engaged into the locks. 

1. Position the seat to the motorcycle and engage the 
tongue at the front edge of the seat beneath the fuel 
tank bridge. 

2. Align the centre and rear bayonets, pressing home 
the bayonet to the rear lock first. 

3. Press down in the middle of the seat to engage the 
bayonet to the centre lock. 

4. Grasp the seat and pull upwards to check the seats 
security. 

To prevent detachment of the seat during riding, after 
fitting always grasp the seat and pull firmly upwards. If 
the seat is not correctly secured in the lock it will detach 
from the rear frame. A loose or detached seat could 
cause loss of motorcycle control and an accident. 

Seat - Rocket III Touring 

1. Rear Fixing and Reflector 
2. Side Fixing5 

1. To remove the seat, remove the rear fixing, with the 
reflector, and the two side fixings. Lift the seat up at 
the back for complete removal from the motorcycle. 

2. To refit the seat, engage the seat's tongue under the 
fuel tank, fit and tighten the side fixings to 20 Nm. 

3. Fit the rear fixing, with the reflector, and tighten to 
9Nm. 

To prevent detachment of the seat during riding, after 
fitting always grasp the seat and pull firmly upwards. A 
loose or detached seat could cause loss of motorcycle 
control and an accident. 
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Removal 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

Rocket III and Classic 

1. Remove the seat (see page 17- 17). 

2. Raise the tool kit. 

3. Release the two screws securing each side cover to 
the frame. 

1. Screws 
2. Side covers 

Note: 

• During removal of the right hand side cover, 
disengage the seat lock from the rear of the 
cover. 

4. Raise each side cover until clear of the mounting 
posts. The covers may then be removed from the 
motorcycle. 

Frame and Bodywork 

Rocket III Touring 

1. Lower the passenger footboards. 
2. Pull the top of the side cover to detach the two upper 

mounting bayonets. 

1. Side cover upper mounting bayonets 
2. Lower mounting post 

3. Raise each side cover until clear of the mounting 
posts. The covers may then be removed from the 
motorcycle. 

Installation 

Note: 

• Ensure that the mounting post grommets are 
correctly installed in the cover bases. 

Rocket III and Classic 

4. Install the covers to their mounting posts ensuring 
the grommets are not displaced. Ensure that the 
right hand cover engages correctly over the seat 
lock. 

5. Fit and tighten the cover screws to 9 Nm. 

6. Pivot the tool kit into place. 
Z Refit the seat (see page 17- 17). 

Rocket III Touring 

8. Install the covers to their mounting posts ensuring 
the grommets are not displaced. 

9. Align the upper mounting bayonets to their 
mountings on the frame. 

10. Press on the upper mounting bayonets to engage 
them into their mountings. 
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Engine Infill Panels 

Engine infill panels are fitted to the frame, towards the 
rear of the engine, on both sides of the motorcycle. 

Removal 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

1. Release the two screws securing each panel to the 
frame. 

1. Infill panel 

2. Withdraw the infill panel. 

Note: 

• A connector bracket is located behind the infill 
panel on the left hand side. 

Installation 

1. Position the left hand engine infill panel to the frame. 
Align the screw holes in the panel with those in the 
connector bracket and frame. 

2. Fit the screws and tighten to 4 Nm. 

3. Repeat for the right hand panel. 

Note: 

• There is no connector bracket on the right 
hand side. 

Headstock Covers - Rocket III 
Touring with an Alarm 

Note: 

• The upper screw securing the headstock cover 
is fitted with a locknut. Do not release the 
upper screw before removing the locknut. 

1. To gain access to the locknut, raise the fuel tank (see 
page 11-151). 

) 

cexh 

17.20 SelVice Manual - Rocket Ill/ Classic / Touring 



Pannier Rail- Rocket III Touring 

Removal 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

1. Open the pannier lid. 

2. Release the pannier quick release fixings and remove 
the pannier. 

3 2 

=i=~ 
1. Quick release fixings 
2. Pannier lower mountings 
3. Pannier rail 

3. Release the outrigger cover fixings and remove the 
outrigger cover, on both sides. 

w~--------~ ______ -------
1. Outrigger cover fixings 

Frame and Bodywork 

4. Release the pannier rail link fixings and remove the 
pannier rail link. 

ceuw 

1. Pannier rail link fixings 
2. Pannier rail link 

5. Release the pannier rail rear fixings, on both sides. 

/ 

1. Pannier rail rear fixing to frame 
2. Pannier rail rear fixings to exhaust silencer 

6. Release the pannier rail front fixings and remove the 
pannier rail, on both sides. 

1. Pannier rail front fixings 
2. Pannier rail dresser bar top fixing 
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Frame and Bodywork 

Installation 

1. Position the left hand pannier rail to the frame. 
Align the fixing holes in the pannier rail to those in 
the frame. 

2. Fit the front fixings and tighten to 22 Nm. 
3. Fit the rear fixing to the3 frame and tighten to 

45Nm. 
Fit the rear fixings to exhaust silencer and tighten to 
22Nm. 

4. Repeat for the right hand pannier rail. 

5. Position the pannier rail link. Fit the pannier rail link 
fixings and tighten to 22 Nm. 

6. Position the outrigger covers. Fit the outrigger fixings 
and tighten to 3 Nm. 

Z Align the pannier lower mountings to the pannier 
rail. 

8. Align the two upper quick release fixings to the 
pannier rail. 

9. Turn the quick release fixings one quarter turn 
clockwise to the locked position. 

Pannier quick release fixings locked. 

Always ensure the panniers are secure and the quick 
release fixings are locked. A loose or detached pannier 
could cause loss of motorcycle control and an accident. 

Front Mudguard - Rocket III and 
Classic 

Removal 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

1. Undo the fixings securing the mudguard shrouds to 
the fork legs. 

1. Mudguard shroud 
2. Mudguard shroud fixings 
3. Fork leg 

2. Detach both shrouds. 
3. Detach the brake hoses from their clips on each side 

of the mudguard. 

1. Brake hoses 
2. Clips 
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4. Release the mudguard fixings and detach the 
mudguard. 

1. Mudguard fixings 
2. Mudguard 

Mudguard embellisher removal 

Note: 

• To remove the embellisher from the 
mudguard, it is necessary to remove the 
triangular Triumph sticker. The sticker will then 
typically require replacement. 

1. Remove the star-washers from each side of the 
embellisher, inside the mudguard. 

cccm 

1. Embellisher 
2. Star washers 

Frame and Bodywork 

2. Peel back the triangular Triumph sticker to reveal the 
screw head beneath it. 

1. Sticker 
2. Screw head 

3. Release the screw to allow detachment of the 
embellisher. 

Embellisher assembly 

.... 

When fitting the mudguard embellisher, it is necessary 
to pull the two ends apart slightly, to avoid damage to 
the mudguard painted surfaces. 

1. Position the embellisher to the mudguard, then fit 
and tighten the screw to 3 Nm. 

2. Working inside the mudguard, fit star washers to 
each side of the embellisher. 

3. Thoroughly clean the area beneath the Triumph 
sticker. 

4. Peel the backing from a new sticker then fix it to the 
space on the embellisher. 

Installation 

1. Manoeuvre the mudguard into position between the 
forks. 

2. Fit and tighten the mudguard fixings to 27 Nm. 

3. Position the mudguard shrouds to the forks. 

4. Fit and tighten the shroud fixings to 9 Nm. 

5. Refit the brake hoses to the clips on each side of the 
mudguard. 
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Frame and Bodywork 

Front Mudguard - Rocket III Touring 

Removal 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

1. Remove the front wheel (see page 16.10). 

2. Release the mudguard fixings and manouvre the 
mudguard downwards to remove. 

1. Mudguard fixings 

Installation 

1. Manoeuvre the mudguard into position between the 
forks. 

2. Fit and tighten the mudguard fixings to 27 Nm. 

3. Refit the front wheel (see page 16.10> 

Rear Mudguard - Rocket III and 
Classic 

Removal 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

1. Remove the seats (see page 17-17). 

2. Disconnect the battery, negative (black) lead first. 

3. Remove both side covers (see page 17-19). 

4. Trace the wiring back from the number plate light, 
rear indicators and rear light assembly and 
disconnect their wiring connectors from the main 
harness. The connections will be near to the engine 
management ECU on the right hand side of the 
motorcycle. 

1. Wiring connections 

Note: 

• Prior to disconnection, note the relative 
locations of the wires to their mating 
connectors. 
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5. Release the two fixings from each side of the rear 
mudguard cover. 

1. Rear mudguard cover fixings 

Note: 

• After removal of the mudguard covers, the 
mudguard will not detach from the frame. 

6. Detach the mudguard covers from the both sides. 
The covers locate in a grommet at their forward 
edge. 

1. Mudguard cover 
2. Grommet 

Frame and Bodywork 

Z Support the rear mudguard then release the 
remaining fixings (two per side> that secure the rear 
mudguard to the frame. 

-= 

-----
1. Mudguard fixings 

8. Pivot the mudguard downwards at the rear. Lift the 
forward locating arms from the frame cross-tube to 
detach the mudguard completely. 

1. Locating arms 
2. Frame cross tube 
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Frame and Bodywork 

9. Release the fixings securing the mudguard brace to 
the mudguard. 

cccv 

1. Mudguard 
2. Mudguard brace 

10. Detach the brace from within the mudguard. 
11. The rear light, number plate light and indicators may 

all be removed by releasing the mounting plate, 
behind the rear lamp, inside the mudguard. 

Installation 

1. Locate the mudguard brace to the inside of the 
mudguard. 

2. Fit and tighten the M6 x 12 mm fixings to 9 Nm. 
3. If removed, refit the rear light, number plate light 

and indicators to the rear mudguard. lighten the 
fixings to 9 Nm. 

1. Rear light fixings 

4. Locate the mudguard to the frame, positioning the 
locating arms above the frame cross tube. 

5. Pivot the mudguard upwards at the rear and engage 
the two M6 x 16 mm fixings through the frame and 
into the mudguard. 

-= 

1. Fixing 

6. Tighten the fixings to 5 Nm. 

Z Position the mudguard covers, engaging their 
forward edges to the grommets. 

1. Cover 
2. Grommet 
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8. Fit the mudguard cover fixings. Tighten the M8 
fixings to 26 Nm and the M 10 fixings to 45 Nm. 

1. MS fixing 
2. M 10 fixing 

9. Reconnect the rear light, number plate light and 
indicators. 

10. Reconnect the battery, positive (red) lead first. 
11. Check that the rear light, number plate light and 

indicators all function correctly. 
12. Refit the side covers (see page 17-20>. 

13. Refit the seats (see page 17-17). 

Frame and Bodywork 

Rear Mudguard - Rocket III Touring 

Removal 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

1. Remove the seat (see page 17-18). 

2. Disconnect the battery, negative (black) lead first. 

3. Remove both side covers (see page 17-19). 
4. Remove the panniers (see page 17-21), 

5. Release the pannier rail link fixings and remove the 
pannier rail link. 

ceuw 

1. Pannier rail link fixings 
2. Pannier rail link 
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Frame and Bodywork 

6. Trace the wiring back from the number plate light, 
rear indicators and rear light assembly and 
disconnect their wiring connectors from the main 
harness. The connections will be near to the engine 
management ECU on the right hand side of the 
motorcycle. 

1. Wiring connections 

Note: 

• Prior to disconnection, note the relative 
locations of the wires to their mating 
connectors. 

Z Release the two fixings from each side of the rear 
mudguard cover. 

1. Rear mudguard cover fixings 

Note: 

• After removal of the mudguard covers, the 
mudguard will not detach from the frame. 

8. Detach the mudguard covers from the both sides. 
The covers locate in a grommet at their forward 
edge. 

1. Mudguard cover 
2. Grommet 

9. Support the rear mudguard then release the 
remaining fixings (one per side) that secure the rear 
mudguard to the frame. 

-= 

1. Mudguard fixings 
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10. Pivot the mudguard downwards at the rear. Lift the 
forward locating arms from the frame cross-tube to 
detach the mudguard completely. 

1----r~~ 

1. Locating arms 
2. Frame cross tube 

11. The number plate light and indicators assembly may 
be removed by releasing the three fixings. 

12. The rear light, may be removed by releasing the 
three fixings. 

Installation 

1. If removed, refit the rear light to the rear mudguard. 
Tighten the fixings to 7 Nm. 

2. If removed, refit the number plate light and 
indicators assembly. Tighten the fixings to 9 Nm. 

3. Locate the mudguard to the frame, positioning the 
locating arms above the frame cross tube. 

4. Pivot the mudguard upwards at the rear and engage 
the fixing through the frame and into the mudguard. 

-= 

1. Fixing 

Frame and Bodywork 

5. Tighten the fixing to 5 Nm. 
6. Position the mudguard covers, engaging their 

forward edges to the grommets. 

1. Cover 
2. Grommet 

Z Fit the mudguard cover fixings. Tighten the MS 
fixings to 26 Nm and the M 10 fixings to 45 Nm. 

1. MS fixing 
2. M 10 fixing 

S. Reconnect the rear light number plate light and 
indicators. 

9. Reconnect the battery, positive (red> lead first. 

10. Check that the rear light number plate light and 
indicators all function correctly. 

11. Refit the side covers (see page 17-20>. 

12. Refit the seat (see page 17-1B>. 

13. Refit the pannier rail link. Tighten the fixings to 
22Nm. 

14. Refit panniers (see page 17-22>. 
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Windscreen - Rocket III Touring 

Removal 

1. Upper mounting 
2. Lock handle 
3. Lock 
4. Lower mounting 
5. Windscreen 

1. Stand astride the front wheel and pull the lock 
handles towards the windscreen to release the locks. 

2. Lift the windscreen to detach it from the mountings. 
3. If required, remove the windscreen mountings from 

the top and bottom yokes. 

1. Screw 
2. Windscreen mounting 

Installation 

1. If winscreen mountings have been removed, refit the 
mountings to the top and bottom yokes. Tighten the 
screws to 15 Nm. 

2. Align the windscreen mounting slots to the 
mountings on the forks. 

Note: 

• An audible click can be heard when the locks 
are engaged. 

3. Slide the windscreen down until the upper mounting 
are locked into position. 

To prevent detachment of the windscreen during riding, 
after fitting grasp the windscreen and pull firmly 
upwards. If the windscreen locks are not correctly 
secured the windscreen will detach from the locks. A 
loose or detached windscreen could cause loss of 
motorcycle control and an accident. 
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Handlebars - Rocket III and Classic 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

Removal 

1. Undo the fixing screws and remove the end weights 
from the handlebars. 

1. Handlebar 
2. End weight assembly 

Note: 

• Each end weight assembly consists of the end 
weight, two damper bushes, a stepped sleeve, 
a finisher and a fixing screw. 

1. Fixing screw 
2. Finisher 
3. End weight 
4. Damper bushes 
5. Stepped sleeve 

Frame and Bodywork 

2. Release the wiring and brake hose from its clips on 
either side of the handlebar. 

3. Undo the screws and free the left switchgear 
assembly from the handlebar. 

4. Unscrew the bolts and remove the clamp from the 
clutch lever assembly. 

5. Undo the screws and free the right switchgear 
assembly from the front brake master cylinder. Free 
the switch wiring from the handlebars. 

6. Unscrew the bolts and remove the clamp from the 
master cylinder. 

Note: 

• For Rocket III and Classic models up to VI N 
241569 continue from step 7 to step 10. 

• For Rocket III and Classic models from VIN 
241570 continue from step 11 to step 14. 

Rocket III and Classic models up to VIN 241569 

Z Release the two screws securing the upper cover of 
the handlebar clamp to the lower section. 

1. Upper cover 
2. Screws 
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Frame and Bodywork 

8. Pivot the instruments forward to reveal the 
handlebar clamp bolts. 

1. Handlebar clamp bolts 

9. Support the handlebars then unscrew the bolts and 
lift off the handlebar clamp, together with the 
instruments. Protect the top of the fuel tank from 
accidental damage and then lay the instruments and 
clamp on the fuel tank. 

10. Free the handlebar from the twist-grip/master 
cylinder assembly and remove it from the 
motorcycle. Support the master cylinder in an 
upright position. 

Rocket III and Classic models from VIN 241570 

11. Remove the chrome cover from the instrument 
bracket. 

12. Release the two fixings securing the instrument and 
bracket assembly to the handlebar clamp and slide 
the instrument assembly free. Protect the motorcycle 
from damage and position the instruments clear of 
the handlebars. 

1. Instrument bracket 
2. Rxings 

13. Undo and remove the four fixings securing the 
handlebar clamp and remove the clamp. 

1. Handlebar clamp 
2. Rxings 

14. Free the handlebar from the twist-grip/master 
cylinder assembly and remove it from the 
motorcycle. Support the master cylinder in an 
upright position. 
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Installation 

1. Fit the throttle twist-grip assembly then locate the 
handlebars in the lower halves of the clamp. Fit the 
clamp and bolts together with the instruments. 

2. Align the handlebar punch mark with the lower-rear 
inner left hand split line of the clamp. 

3. Models up to VIN 241569: Tighten the front 
clamp bolts to 26 Nm, then the rears. 

4. Models from VIN 241570: Tighten the front 
clamp bolts to 45 Nm, then the rears. 

l J I J 

1. Clamp split line 
2. Handlebar punch mark 

5. Models up to VIN 241569: Pivot the instruments 
into position then fit and tighten the cover bolts to 
3Nm. 

6. Models from VIN 241570: Position the instrument 
and bracket assembly to the handlebar clamp and 
secure with the two screws. Tighten the screws to 
9Nm. 

Z Fit the chrome cover to the instrument bracket. 

8. Locate the clutch lever assembly to the handlebar 
and fit the clamp. 

Frame and Bodywork 

9. Align the clamp lower split line with the punch mark 
on the handlebar then tighten the clamp bolts to 
15Nm. 

2 

/ 
e 

1. Clamp lower split line 
2. Handlebar dot mark 

10. Fit the clamp to the front brake master cylinder. 

11. Align the clamp lower split line with the punch mark 
on the handlebar then evenly tighten the clamp bolts 
to 15 Nm. 

1. Clamp lower split line 
2. Handlebar dot mark 

12. Refit the left hand switchgear assembly, tightening 
the screws to 3 Nm. 

13. Refit the right hand switchgear assembly, tightening 
the screws to 3 Nm. 
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Frame and Bodywork 

14. Assemble the handlebar end weights into the 
handlebar ends, and tighten the fixings to 8 Nm. 

1. Handlebar 
2. End weight assembly 

15. Renew any damaged clips before refitting all wiring 
and the front brake hose to the clips. 

16. Check that the throttle opens and closes smoothly 
without sticking. Rectify as necessary. 

Operation of the motorcycle with incorrectly adjusted, 
incorrectly routed or damaged throttle cables could 
interfere with the operation of the brakes, clutch or the 
throttle itself. Any of these conditions could result in loss 
of control of the motorcycle and an accident. 

Move the handlebars to left and right full lock while 
checking that cables and harnesses do not bind or that 
the steering feels tight or difficult to turn. A cable or 
harness that binds, or steering that is tight/difficult to 
turn will restrict the steering and may cause loss of 
control and an accident. 

Handlebar - Rocket III Touring 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

Removal 

1. Remove the windscreen (see page 17-30>. 

2. Undo the fixing screws and remove the end weights 
from the handlebars. 

1. Handlebar 
2. End weight assembly 

Note: 

• Each end weight assembly consists of the end 
weight, two damper bushes, a stepped sleeve, 
a finisher and a fixing screw. 

1. Fixing screw 
2. Finisher 
3. End weight 
4. Damper bushes 
5. Stepped sleeve 
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3. Release the wiring and brake hose from its clips on 
either side of the handlebar. 

4. Undo the screws and free the left switchgear 
assembly from the handlebar. 

5. Unscrew the bolts and remove the clamp from the 
clutch lever assembly. 

6. Undo the screws and free the right switch gear 
assembly from the handlebar. Free the switch wiring 
from the handlebars. 

Z Unscrew the bolts and remove the clamp from the 
master cylinder. Remove and support the master 
cylinder in an upright position. 

8. Remove the bolt covers from the handlebar clamps 
bolts. 

9. Undo and remove the bolts securing the handlebar 
clamps and remove the clamps. 

1. Handlebar clamps 
2. Handlebar clamp bolts 

10. Free the handlebar from the twist-grip and remove it 
from the motorcycle. 

Frame and Bodywork 

Installation 

1. Fit the throttle twist-grip then locate the handlebars 
in the lower halves of the clamp. 

2. Align the handlebar punch mark with the lower-front 
inner left hand split line of the clamp. 

1 

L 

caUl 

1. Clamp split line 
2. Handlebar punch mark 

3. Tighten the front clamp bolts to 26 Nm, then the 
rears. 

4. 
5. 

6. 

Refit the handlebar clamps bolts covers. 
Locate the clutch lever assembly to the handlebar 
and fit the clamp. 
Align the clamp upper split line with the punch mark 
on the handlebar then tighten the clamp bolts to 
15Nm. 

2 

/ 
e 

1. Clamp upper split line 
2. Handlebar dot mark 

Z Align the front brake master cylinder to the 
handlebar and fit the clamp to the front brake master 
cylinder. 
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Frame and Bodywork 

8. Align the clamp upper split line with the punch mark 
on the handlebar then evenly tighten the clamp bolts 
to 15 Nm. 

1. Clamp upper split line 
2. Handlebar dot mark 

9. Refit the left hand switchgear assembly, tightening 
the screws to 3 Nm. 

10. Refit the right hand switchgear assembly, tightening 
the screws to 3 Nm. 

11. Assemble the handlebar end weights into the 
handlebar ends, and tighten the fixings to 8 Nm. 

1. Handlebar 
2. End weight assembly 

12. Renew any damaged clips before refitting all wiring 
and the front brake hose to the clips. 

13. Check that the throttle opens and closes smoothly 
without sticking. Rectify as necessary. 

14. Refit the windscreen (see page 17-30>. 

Operation of the motorcycle with incorrectly adjusted, 
incorrectly routed or damaged throttle cables could 
interfere with the operation of the brakes, clutch or the 
throttle itself. Any of these conditions could result in loss 
of control of the motorcycle and an accident. 

Move the handlebars to left and right full lock while 
checking that cables and harnesses do not bind or that 
the steering feels tight or difficult to turn. A cable or 
harness that binds, or steering that is tight/difficult to 
turn will restrict the steering and may cause loss of 
control and an accident. 
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Mirrors 

Removal 

1. Remove the mirror screw and collect the wavy 
washer. 

2. Using a twisting action, remove the mirror in an 
upwards direction. 

3. Remove and discard the tolerance ring. 

1 

6~2 

1. Tolerance ring 
2. Mirror mounting location 
3. Wavy washer 
4. Mirror screw 

Installation 

1. Push a new tolerance ring into the recess in the 
mirror mounting location. 

2. Insert the mirror into the tolerance ring. 

Frame and Bodywork 

3. Working from below the mirror, carefully position 
Triumph service tool T3880007 centrally over the 
mirror stem bore with the handle of the tool angled 
downwards. 

1 

6~2 

1. Tolerance ring 
2. Mirror mounting location 
3. Tool T3880007 
4. Wavy washer 
5. Mirror screw 

4. Fit and tighten the mirror screw to 10 Nm whilst 
ensuring that the tolerance ring is drawn evenly into 
the hole in the mirror stem bore 

5. Remove the screw and tool. Ensure that the mirror 
stem has approximately 1.5 mm pull through visible 
underneath the mirror stem bore. 

6. Fit the wavy washer and re-tighten the mirror screw 
to 10 Nm. 
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Side Stand 

Removal 

Before starting work, ensure the motorcycle is stabilised 
and adequately supported. This will help prevent it from 
falling and causing injury to the operator or damage to 
the motorcycle. 

1. Raise and support the motorcycle. 
2. Un-hook the spring from the side stand and remove 

it from the motorcycle. 

Wear hand, eye and face protection when un-hooking 
the stand spring. Take great care to minimise the risk of 
personal injury and loss of components. 

3. Unscrew the nut from the side stand pivot bolt. 
4. Unscrew the pivot bolt and remove the stand from 

the bike. 

- ______ J 

J1I:D"1 , I 
'ICi' 
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1. Pivot bolt 

Installation 

1. Lubricate the pivot bolt shoulder and side stand pivot 
with multi-purpose grease. 

2. Fit the stand to the bike and insert the pivot bolt, 
tightening it to 25 Nm. 

3. Fit the locknut to the pivot bolt and tighten it to 
25Nm. 

4. Hook the spring onto its frame lug then carefully 
hook it onto the stand lug. 

Wear hand, eye and face protection when fitting the 
stand spring. Take great care to minimise the risk of 
personal injury and loss of components. 

5. Check the operation of the side stand before riding 
the motorcycle. Ensure the spring holds the stand 
securely in the retracted position. 
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Exploded View - Rear Light and Indicators - Rocket III and Classic 
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Exploded View - Battery, Horn and Wiring - Rocket III Touring 
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Battery 

Under some circumstances, the battery can give off 
explosive gases; keep sparks, flames and cigarettes 
away. Provide adequate ventilation when charging or 
using the battery in an enclosed space. 
The battery contains sulphuric acid (electrolyte). Contact 
with skin or eyes may cause severe burns. Wear 
protective clothing and a face shield. 
If electrolyte gets on your skin, flush with water 
immediately. 
If electrolyte gets in your eyes, flush with water for at 
least 15 minutes and SEEK MEDICAL ATIENTION 
IMMEDIATELY. 
If electrolyte is swallowed, drink large quantities of water 
and SEEK MEDICAL ATIENTION IMMEDIATELY. 
KEEP ELECTROLYTE OUT OF THE REACH OF 
CHILDREN. 

The battery contains harmful materials. Always keep 
children away from the battery whether or not it is fitted 
in the motorcycle. 
Do not attach jump leads to the battery, touch the 
battery cables together or reverse the polarity of the 
cables as any of these actions may cause a spark which 
would ignite battery gases causing a risk of personal 
injury. 

Battery Disposal 

Should the battery ever require replacement, the original 
battery must be handed to a recycling agent who will 
ensure that the dangerous substances from which the 
battery is manufactured do not pollute the environment. 

Battery Removal 

1. Remove the seat (see page 17-17 for Rocket III and 
Classic, see page 17-18 for Rocket III Touring). 

2. Rocket III and Classic only: Lift up the tool box at 
its front edge and pivot it towards the rear of the 
motorcycle. 

3. Remove the battery strap. 

4. Disconnect the battery leads, negative (black) lead 
first. 

Electrical System 

Ensure that the battery terminals do not touch the 
motorcycle frame as this may cause a short circuit or 
spark, which would ignite battery gases causing a risk of 
personal injury. 

5. Take the battery out of the case. 

1. Battery 
2. Battery strap 
3. Positive (red) terminal 
4. Negative terminal 

Battery Installation 

Ensure that the battery terminals do not touch the 
motorcycle frame as this may cause a short circuit or 
spark, which would ignite battery gases causing a risk of 
personal injury. 

1. Place the battery in the battery case. 
2. Reconnect the battery, positive (red) lead first. 

3. Apply a light coat of grease to the terminals to 
prevent corrosion. 

4. Cover the positive terminal with the protective cap. 

5. Refit the battery strap. 
6. Rocket III and Classic only: Lower the tool kit tray 

into place. 
Z Refit the rider's seat (see page 17-17 for Rocket III 

and Classic, see page 17-18 for Rocket III Touring). 
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Battery Commissioning and 
Charging 

New Battery 

In order to correctly and safely commission a new battery, 
the battery commissioning procedure listed below must 
be carefully followed. This is the only battery 
commissioning procedure that Triumph recommends. 
The procedure is designed to ensure that the battery is at 
its best when fitted to the motorcycle, and will provide the 
best possible performance and reliability. 

Failure to comply with this procedure may lead to reduced 
battery performance and/or shorten the life of the battery. 

The electrolyte solution is SULPHURIC ACID. Ensure 
that you read all the warnings supplied with the battery 
and are familiar with the necessary safety precautions 
and remedial actions should a spillage or contamination 
occur. 

1. Read the instructions and warnings delivered with the 
battery. 

2. Place the battery on a flat level surface and remove 
the sealing foil. 

3. Remove the battery sealing strip from the electrolyte 
container (if applicable) and save for later in this 
procedure. Do not break the seal on the electrolyte 
container. 

4. Place the electrolyte container and adapter (if 
applicable) on the battery and fill the battery 
according to the manufacturers instructions. 

5. After starting to fill the battery with electrolyte, allow 
the battery to stand for 30 minutes with the filling 
container in place. 

6. Check that all of the electrolyte has drained from the 
container. Do not remove the container at this point. 
If the container has not completely drained, tap the 
sides of the container to start the electrolyte flowing 
again. 

Z After the electrolyte has drained into the battery, 
allow the battery to stand with the electrolyte 
container in place for a further 30 minutes for 
batteries 3Ah - 12Ah or 1 hour for batteries greater 
than 12Ah. 

8. Remove the electrolyte container and adapter 
carefully, and dispose of immediately. 

9. Place the sealing cap strip LOOSELY over the filling 
holes of the battery. 

10. Charge the battery using the BatteryMate 150-9. 
Refer to the instructions supplied with the 
BatteryMate 150-9. 

11. After charging is complete, press down firmly with 
both hands to seat the caps (do not use tools or force 
the caps into position). 

12. Disconnect the charger and allow the battery to stand 
for 1 hour before fitting to the motorcycle. 

13. Fit the battery to the motorcycle, positive (red) lead 
first. 

Battery Maintenance 

The battery is a sealed type and does not require any 
maintenance other than checking the voltage and routine 
recharging such as during storage. 

It is not possible to adjust the electrolyte level in the battery. 

Note: 

• The charge level in the battery must be 
maintained to maximise the battery life. 

With normal use of the motorcycle, the charging system 
will keep the battery charged. If the motorcycle is unused 
the battery will gradually discharge due to battery self 
discharge and the continuous current drain for the clock 
and the engine control module memory. 
The rate of battery discharge can be greatly increased by 
the addition of electrical security systems or other 
accessories. 

Allowing a battery to discharge, or leaving it discharged 
over a period of time, causes sulphation of the lead plates 
within the battery. 
Sulphation is a normal chemical reaction inside the battery 
and over a period of time sulphate will crystallise on to the 
lead plates making charging difficult or impossible. The 
result is a permanently damaged battery, which would not 
be covered by the motorcycle warranty. 

Keeping a battery at full charge reduces the chance of it 
freezing in cold conditions. Allowing a battery to freeze 
can cause serious internal damage to the battery. 

When leaving the motorcycle standing for more than a few 
days, regularly check the battery voltage using a digital 
multimeter. Should the battery voltage fall below 12.8V, 
charge the battery using the BatteryMate 150-9. Refer to 
the instructions supplied with the BatteryMate 150-9. 
For extended periods of storage (beyond two weeks) the 
battery should be removed and the battery voltage 
checked regularly and charged when below 12.8V. 

Battery Already in Service 

Use the guidelines in the table on the following page for 
charging. Always verify the battery condition before 
charging, and 30 minutes after charging. 

Note: 

• A fully charged battery should read 12.8 volts 
or higher after the battery has been off the 
charger for 30 minutes or more. 
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Table of Battery Charging Times 

State of charge Voltage Action Charge time (using 
BatteryMate 150-9) 

100% 12.8V - 13.0V None. Check at 6 months from None required 
date of manufacture 

75% - 100% 12.5V - 12.8V May need slight charge. If no 3 - 6 hours 
charge given, check in 3 - 4 

months 

50% -75% 12.0V - 12.5V Needs charge 5-11 hours 

25%- 50% V 11.5V - 12.0V Needs charge at least 13 hours 

0% - 25% 11.5V or less Needs recovery using 20 hours 
BatteryMate 150-9. Re-test after 

recovery 

Fuses Fuse Identification - Rocket III and Classic 

The fuse box is located beneath the rider's seat. 

To allow access to the fuse box, the rider's seat must be 
removed (see page 17-17 for Rocket III and classic, see 
page 17-18 for Rocket III Touring). 

Always replace blown fuses with new ones of the correct 
rating (as specified on the fuse box cover) and never use 
a fuse of higher rating. Use of an incorrect fuse could 
lead to an electrical problem, resulting in motorcycle 
damage, loss of motorcycle control and an accident. 

Fuse Box - Rocket III and Classic 

2 2 
i 6 7 8 9 10 11 ~ o 0 0 0 0 0 fDl rOl 

000000 WWI"'I---' 
\12345 [IIJ 
2 

1. Fuse box 
2. Spare fuses 

Note: 

• Numbers shown in the diagram correspond to 
the fuse position numbers in the following 
page. 

A blown fuse is indicated when all of the systems 
protected by that fuse become inoperative. When 
checking for a blown fuse, use the table below to establish 
which fuse has blown. 

Circuit Protected Rating Position 
<Amps) 

Accessory lights 15 1 

Ignition switch main 30 2 
feed 

Accessory socket, 10 3 
instrument memory, 
heated grips, clock 

Alarm, diagnostic 15 4 
connector, indicators, 
brake lights 

Instruments, fuel pump 10 5 
relay, starter relay, main 
power relay, fall 
detection switch 

Engine management 20 6 
system 

Cooling fan 15 7 

Instrument illumination, 5 8 
position lights 

Upper and lower 20 9 
headlight beams, starter 
solenoid 

Position lights 5 10 

Main fuse 30 11 
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Fuse Box - Rocket III Touring 

1. Fuse box 
2. Spare fuses 

Note: 

• Fuse position 8 is not used. 
• Numbers shown in the diagram correspond to 

the fuse position numbers in the following 
table. 

Fuse Identification - Rocket III Touring 

A blown fuse is indicated when all of the systems 
protected by that fuse become inoperative. When 
checking for a blown fuse, use the table below to establish 
which fuse has blown. 

Circuit Protected Rating Position 
<Amps) 

Accessory lights 1S 1 

Ignition switch main 30 2 
feed 

Accessory socket, 10 3 
instrument memory, 
heated grips, Global 
position system (GPS) 

Alarm, diagnostic 1S 4 
connector, indicators, 
brake lights, horn 

Instruments, fuel pump 10 S 
relay, starter relay, main 
power relay, fall 
detection switch 

Engine management 20 6 
system 

Cooling fan 1S 7 

Not Used - 8 

Upper and lower 20 9 
headlight beams, starter 
solenoid 

Position lights S 10 

Main fuse 30 11 
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Adjust road speed to suit the visibility and weather 
conditions in which the motorcycle is being operated. 
Ensure that the beams are adjusted to illuminate the 
road surface sufficiently far ahead without dazzling 
oncoming traffic. An incorrectly adjusted headlight may 
impair visibility causing an accident. 

Never attempt to adjust a headlamp beam when the 
motorcycle is in motion. 
Any attempt to adjust a headlamp beam when the 
motorcycle is in motion may result in loss of control and 
an accident. 

Note: 

• The vertical beams of the left and right hand 
headlights can only be adjusted together. 
Independent adjustment is not possible. 

Headlight Vertical Adjustment - Rocket III and 
Classic 

1. Vertical beam adjuster 

1. Turn the ignition switch to the ON position. 
2. Remove the ignition switch cover. 

3. Slacken the clamp bolt sufficient to allow restricted 
movement of the headlights. 

4. Adjust the position of the headlights to give the 
required beam setting. 

5. Tighten the clamp bolt to 15 Nm. 

6. Re-check the headlight beam settings. 

Z Refit the ignition switch cover. 

Electrical System 

8. Turn the ignition off when both beam settings are 
satisfactorily set. 

Headlight Horizontal Adjustment - Rocket III 
and Classic 

@ 

1. Horizontal beam adjuster 

1. The horizontal beams of both headlights can be 
adjusted individually. The same procedure is used to 
adjust either headlight. 

2. Turn the ignition switch to the ON position. 
3. Slacken the headlight bowl fixing. 
4. Adjust the horizontal position of the headlight to give 

the required beam setting. 
5. Tighten the fixing to 20 Nm. 

6. Repeat for the second headlight. 

Z Re-check the headlight beam settings. 
8. Switch the ignition off when both beams are 

satisfactorily set. 
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Headlight Vertical Adjustment - Rocket III 
Touring 

1. Vertical beam adjuster 

1. Turn on the ignition to switch on the headlight 
dipped beam. 

2. Slacken the vertical beam adjuster bolts sufficiently to 
allow restricted movement of the headlight. 

3. Adjust the position of the headlight to give the 
required beam setting. 

4. Tighten the adjuster bolts to 12 Nm. 

5. Re-check the headlight beam setting. 

6. Turn the ignition off when the beam setting is 
satisfactorily set. 

Headlight Horizontal Adjustment - Rocket III 
Touring 

1. Turn on the ignition to switch on the headlight 
dipped beam. 

2. Slacken the horn bracket fixing and move the horn 
to access the headlight bracket fixing. 

ceoa1 

1. Hom bracket fixing 
1. Hom 

2 

ICM 

3. Slacken the headlight bracket fixing sufficiently to 
allow restricted movement of the headlight. 

1. Headlight bracket fixing I L M 
4. Adjust the horizontal position of the headlight to give 

the required beam setting. 

5. Tighten the headlight bracket fixing to 35 Nm. 

6. Re-check the headlight beam settings. 

Z Move the horn to its original position and tighten the 
horn bracket fixing to 18 Nm. 

8. Turn the ignition off when the beam setting is 
satisfactorily set. 
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Headlight Bulb Replacement 

It is necessary to remove the headlight from the headlight 
bowl to gain access to the bulbs. 

cbul 

1. Headlight bulb 
2. Bulb clip 
3. Position light bulb 

The bulbs become hot during use. Always allow 
sufficient time for the bulbs to cool before handling. 
Avoid touching the glass part of the bulb. If the glass is 
touched or gets dirty, clean with alcohol before re-use. 

1. Remove the seat (see page 17-17 for Rocket III and 
Classic, see page 17-18 for Rocket III Touring). 

2. Disconnect the battery, negative (black) lead first. 

3. Undo the fixing securing the headlight clamp to the 
headlight body. 

4. Support the headlight while removing the clamp. 

5. Remove the headlight from its bowl while supporting 
it to prevent the cables from being over extended. 

6. Disconnect the multi-pin electrical connector from 
the headlight bulb and remove the rubber cover. 

Z Detach the wire retainer from its clip (do not remove 
the screw) then remove the bulb from the light unit. 

8. To remove the position light bulb: Without pulling on 
the wires, ease the bulb holder from its socket. The 
bulb is removed from its holder by pulling gently 
outwards. 

9. For Rocket III and Classic only: Installation for 
both bulbs is the reverse of the removal procedure. 
Tighten the headlight clamp to 4 Nm. 

10. For Rocket III Touring only: Installation for both 
bulbs is the reverse of the removal procedure. 
Tighten the headlight rim fixings to 3 Nm. 

Electrical System 

,A Caution 
,... .. 

When reconnecting the battery, connect the positive 
(red) lead first. 

Do not reconnect the battery until the assembly process 
has been completed. Premature battery reconnection 
could result in ignition of the battery gases causing risk 
of injury. 
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Electrical System 

Rear Light 

Bulb Replacement 

Rocket III and Classic 

1. Rear light bulb 
2. Bulb holder 

Rocket III Touring 

1. Rear light bulb 
2. Bulb holder 

The bulb becomes hot during use. Always allow 
sufficient time for the bulb to cool before handling. 
Avoid touching the glass part of the bulb. If the glass is 
touched or gets dirty, clean with alcohol before re-use. 

1. Remove the seat (see page 17-17 for Rocket 11 I and 
Classic, see page 17-18 for Rocket III Touring). 

2. Disconnect the battery, negative (black) lead first. 

3. The rear light bulb holder is accessed underneath 
the rear mudguard. 

4. Rotate the bulb holder anti-clockwise to release. 

5. To remove the bulb from the holder, gently pull on 
the bulb until it is released. 

6. Installation for the bulb is the reverse of the removal 
procedure. 

When reconnecting the battery, connect the positive 
(red) lead first. 
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Indicator Lights 

Bulb Replacement - Rocket III and Classic 

1. Lens 
2. Lens screw 
3. Bulb 

Note: 

• 

1. 

The lens on each indicator light is held in place 
by two screws. 

Release the screws and remove the lens to gain 
access to the bulb for replacement. 

The bulb becomes hot during use. Always allow 
sufficient time for the bulb to cool before handling. 
Avoid touching the glass part of the bulb. If the glass is 
touched or gets dirty, clean with alcohol before re-use. 

Electrical System 

Bulb Replacement - Rocket III Touring 

cenk1 fill 

1. Screwdriver 

1 
cenj1 

1. Lens 
2. Locating tang 
3. Bulb 

1. Use a flat bladed screwdriver to carefully remove 
remove the lens from the indicator to gain access to 
the bulb for replacement. 

The bulb becomes hot during use. Always allow 
sufficient time for the bulb to cool before handling. 
Avoid touching the glass part of the bulb. If the glass is 
touched or gets dirty, clean with alcohol before re-use. 

When installing the lens, ensure that the locating tang is 
correctly aligned to the indicator body. 

2. To install the indicator lens, align the locating tang 
with the indicator body and push the lens until the 
retaining clips secure the lens. 
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Electrical System 

Alternator 

Removal 

1. Remove the seat (see page 17-17 for Rocket III and 
Classic, see page 17-18 for Rocket III Touring>. 

2. Disconnect the battery, negative (black) lead first. 

3. Remove the engine (see page 10-2>. 

4. Release the bolts securing the starter motor to the 
alternator cover. 

1. Starter motor 
2. Starter motor fixings 
3. ~ternatorcover 

5. Release the bolts securing the alternator cover to the 
rear of the engine. 

6. Withdraw the alternator cover from the crankcase. 

Note: 

• To use tool T3880201, insert the tool pegs into 
a pair of rotor holes. However, tool T3880201 
will not engage with every pair of holes in the 
rotor. The holes are offset and so the tool will 
only engage with certain pairs of holes. 

Z To remove the rotor, prevent the crankshaft from 
rotating using tool T3880201, and remove the centre 
bolt and washer from the end of the crankshaft. 

1. Rotor 
2. Rotor bolt 
3. Tool T3880201 

8. Screw tool T3880200 into the rotor centre. 
9. Prevent the rotor from turning using tool T3880201 

while tightening tool T3880200. This will release the 
taper seating of the rotor to the crankshaft. 

cbtJq 

1. Rotor 
2. Tool T3880200 
3. Tool T3880201 

10. Withdraw the rotor and tool as an assembly and then 
separate the tool from the rotor. 

Note: 

• If removing the stator, make a note of the 
cable routing before removing the cable 
retainer. 
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11. To remove the stator, release the two bolts securing 
the cable retainer to the crankcase. 

1. Cable retainer 
2. Bolts 

12. Release the three bolts securing the stator to the 
crankcase. 

n 
1. Stator 
2. Stator bolts 
13. Withdraw the stator from the crankcase. 

Inspection 

1. Inspect the key in the crankshaft for damage and 
distortion. Replace the key if necessary. 

2. Inspect the rotor for damage and high spots to the 
taper centre. Replace the rotor if necessary. 

3. Inspect the stator for signs of overheating and short! 
open circuits. Replace as necessary. 

Electrical System 

Assembly 

1. Locate the stator to the crankcase. 
2. Apply silicone sealer to the cable grommet and align 

the cable to the crankcase exit slot. 

3. Fit the cable retainer bracket, routing the cables as 
noted on strip down. Tighten the retainer bolts to 
12Nm. 

1. Stator 
2. Cable retainer bracket 
3. Fixings 

4. Tighten the stator bolts to 12 Nm. 

5. Assemble the rotor to the keyway on the crankshaft. 

6. Fit the bolt and washer to the threaded hole in the 
crankshaft. 

7. Refit tool T3880201 to prevent the crankshaft from 
rotating. 

8. lighten the rotor bolt to 120 Nm. 

1. Rotor 
2. Rotor bolt 
3. Tool T3880201 

9. Remove tool T3880201. 

10. Incorporating a new gasket, refit the alternator cover 
to the rear of the engine. 

SelVice Manual- Rocket Ill/ Classic / Touring / Touring 18.23 



Electrical System 

11. Tighten the alternator cover bolts to 9 Nm. 

12. Incorporating a new O-ring seal, fit the starter motor 
and tighten the starter fixings to 28 Nm. 

13. Refit the engine (see page 10-5>. 

14. Reconnect the battery positive (red) lead first. 

15. Refit the seat (see page 17-17 for Rocket III and 
classic, see page 17-18 for Rocket III Touring). 

Alternator Rectifier 

Note: 

• The alternator rectifier is attached to the 
battery box. The rectifier does not contain any 
serviceable parts and must be replaced if 
faulty. 

Removal 

1. Remove the seat (see page 17-17 for Rocket III and 
Classic, see page 17-18 for Rocket III Touring). 

2. Disconnect the battery, negative (black) lead first. 

3. Remove the left hand side cover (see page 17-19). 

4. Disconnect both mUlti-plugs from the alternator 
rectifier. 

1. Rectifier 
2. Multi-plugs 

5. Release the two screws securing the rectifier to the 
battery box and withdraw the rectifier. 

Installation 

1. Position the rectifier to the battery box and secure 
with the two screws. Tighten the screws to 9 Nm. 

2. Reconnect the two mUlti-plugs to the rectifier. 

3. Refit the left hand side cover (see page 17-19). 

4. Reconnect the battery positive (red) lead first. 

5. Refit the seat (see page 17-17 for Rocket III and 
classic, see page 17-18 for Rocket III Touring). 
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Starter Motor 

Removal 

1. Remove the seat (see page 17-17 for Rocket III and 
Classic, see page 17-17 for Rocket III Touring). 

2. Disconnect the battery, negative (black) lead first. 

3. For Rocket III and Classic only: Remove the 
exhaust silencers and catalyst box (see page 11-201>. 

4. For Rocket III Touring only: Remove the exhaust 
silencers and exhaust link box (see page 11-204). 

5. Disconnect the solenoid connection from the main 
wiring harness. 

6. Ease the rubber boot from the starter cable, release 
the nut and disconnect the cable. 

1. Cable 
2. Boot 
3. Starter motor 

Z Release the two bolts securing the starter motor to 
the alternator cover. 

1. Starter motor 
2. Bolts 

8. Withdraw and remove the motor. 

Electrical System 

Installation 

1. Fit a new O-ring to the starter motor. 

Arrowed - O-ring 

2. Position the starter to the alternator cover and retain 
with the two bolts. Tighten the bolts to 28 Nm. 

3. Locate the starter cable to its connection pole. Fit the 
nut and tighten it to 7 Nm. 

4. Refit the boot. 

5. Reconnect the solenoid to the main harness. 
6. For Rocket III and Classic only: Refit the catalyst 

box and silencers (see page 11-203). 

Z For Rocket III Touring only: Refit the exhaust link 
box and silencers (see page 11-207>. 

8. Reconnect the battery, positive (red) lead first. 
9. Refit the seat (see page 17-17 for Rocket III and 

classic, see page 17-18 for Rocket III Touring). 
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Electrical System 

Relays 

Identification and location 

Note: 

• Relays can be found in two locations on the 
motorcycle, beneath the left and right hand 
side covers. 

Relay identification - left hand side 

1. Fuel pump relay 
2. EMS relay 
3. Cooling fan relay 

Relay identification - right hand side - Rocket 
III and Classic 

1. Starter Relay 
2. Flasher Unit 

Relay identification - right hand side - Rocket 
III Touring 

1. Flasher Unit 

ECM Connector Pin Numbering - Rocket III 
and Classic 

B A 

89 d jLB1 

::A~~~ lJliBoOOOOOOOD 

834~JOoogooo1 

~ /: 
B26 

cbhs 

The above illustration shows the pin numbering system 
used in the engine management and other electrical 
circuit diagrams. 

The small connector pins are prefixed A and the large 
connector pins B. As viewed on the mating face with the 
ECM (as per the illustration), pins are numbered from 
right to left with number one in the top right corner. 

18.26 SelVice Manual - Rocket Ill/ Classic / Touring 



ECM Connector Pin Numbering - Rocket III 
Touring 

Connector B (Grey) Connector A (Black> 

B~lr8 ~.:-::-~lB~01 
~ ". ···············i ,1 . 

B36 B19 

The above illustration shows the pin numbering system 
used in the engine management and other electrical 
circuit diagrams. 

Electrical System 

The black connector pins are prefixed A and the grey 
connector pins B. As viewed on the mating face with the 
ECM (as per the illustration), pins are numbered from 
right to left with number one in the top right corner. 
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Electrical System 

Alternator Stator 
The stator is an assembly of 18 coils, arranged in to three 
phases. It is possible to check for continuity and short 
circuits through the coils and to earth 

Note: 

• Only repair the stator harness between the 
rectifier and where the harness goes into the 
crankcase. 

Fault Possible cause 

Battery not charging Fuse 11 

Battery 

Alternator 

Rectifier/Regulator 

Pinpoint Tests 

Test Result 

1 Check cable and terminal integrity: OK 
- Battery positive (+) 

- Battery negative (-) 
- rectifier/regulator black connector pin 1 Faulty 
- rectifier/regulator black connector pin 3 
- rectifier/regulator grey connector pin 1 
- rectifier/regulator grey connector pin 2 
- rectifier/regulator grey connector pin 3 

2 Check cable continuity OK 
- rectifierlregulator black connector pin 1 to 
battery lead negative connector 
- rectifier/regulator black connector pin 3 
battery lead positive connector 

• Do not attempt to repair the stator coils. 
• If the battery is not fully charged, the charging 

voltage may be lower than specified when 
checking at 2000 rpm. 

• Ensure all additional accessories (auxiliary 
lights, heated grips etc.> are switched off. 

Action 

Check the condition of fuse 11:-

Check the condition of the battery. 
Test the battery using the BatteryMate 
150-9. Refer to the instructions 
supplied with the BatteryMate 150-9. 
Ensure the battery is serviceable:-

Proceed to pinpoint test 1:-

Test the rectifier/regulator (see page 
18-30) 

Action 

Disconnect the battery leads, negative (black) 
lead first. Disconnect rectifier/regulator black 
connector and proceed to test 2 

Rectify fault, proceed to test 4 

Reconnect the battery leads, positive (red) 
lead first. Reconnect the rectifier/regulator 
black connector. Disconnect the rectifier/ 
regulator grey connector and proceed to test 
3 

Open circuit Locate and rectify wiring fault, proceed to test 
4 

3 Check resistance through the coils: 0.40 to 0.60 Proceed to test 2 

- Alternator pin 1 to pin 2 Open circuit or If the fault is between the rectifier and the 
- Alternator pin 2 to pin 3 short circuit crankcase, repair the harness. Proceed to test 

- Alternator pin 3 to pin 1 4 
If the fault is after the crankcase, replace the 
unit. Proceed to test 5 

4 Reconnect the harness and run the engine. 13.5V - 15V Action complete - quit test 
Check the charging voltage at 2000 rpm: 

Fault still present Disconnect the rectifier/regulator grey 
connector and proceed to test 5 
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Electrical System 

Test Result Action 

5 Check the alternator AC output voltage at 850 15V AC to 25V AC Test rectifier/regulator (see page 18-30> 
rpm by probing the 3-pin stator connector as 

Less than 15V AC Replace unit. Proceed to test 6 follows: 
- Positive (+) probe to pin 1 negative (-) probe 
to pin 2 
- Positive (+) probe to pin 2 negative (-) probe 
to pin 3 
- Positive (+) probe to pin 3 negative (-) probe 
to pin 1 

6 Reconnect the harness and run the engine. 13.5V - 15V Action complete - quit test 
Check the charging voltage at 2000 rpm: Fault still present Contact Triumph service 

Circuit Diagram 

Stator 

Rectifier/regulator Battery 
alternator 
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Electrical System 

Rectifier/Regulator 
Internally the rectifier/regulator consists of three diodes, 
one between each input and the positive terminal, and 
three field effect transistors (FETs), one between each 
input and the ground terminal. 

As the voltage of the AC signal from the generator rises, 
the voltage controller switches the FETs to avoid over 
voltage on the output. 

Fault Possible cause 

Battery not charging Fuse 11 

Battery 

Rectifier/Regulator 

Alternator 

Pinpoint Tests 

Test 

1 Check diodes forward bias: 
- Positive (+) probe to rectifier black socket pin 1 to: 

Negative (-) probe to rectifier grey socket pin 1 
Negative (-) probe to rectifier grey socket pin 2 
Negative (-) probe to rectifier grey socket pin 3 

2 Check FET function forward bias: 
- Negative (-) probe to rectifier black socket pin 3 to: 

Positive (+) probe to rectifier grey socket pin 1 
Positive (+) probe to rectifier grey socket pin 2 
Positive (+) probe to rectifier grey socket pin 3 

3 Check diodes reverse bias: 
- Negative (-) probe to rectifier black socket pin 1 to: 

Positive (+) probe to rectifier grey socket pin 1 
Positive (+) probe to rectifier grey socket pin 2 
Positive (+) probe to rectifier grey socket pin 3 

- Positive (+) probe to rectifier black socket pin 3 to: 
Negative (-) probe to rectifier grey socket pin 1 
Negative <-> probe to rectifier grey socket pin 2 
Negative (-) probe to rectifier grey socket pin 3 

The diodes and FETs can be checked using a multimeter 
on DIODE setting. Disconnect the two electrical 
connectors from the rectifier/regulator and check the 
readings as indicated below. 

Note: 

• This test does not check for voltage regulation. 

Action 

Check the condition of fuse 11:-

Check the condition of the battery. 
Test the battery using the 
BatteryMate 150-9. Refer to the 
instructions supplied with the 
BatteryMate 150-9 
Ensure the battery is serviceable:-

Disconnect the black and the grey 
connectors from the rectifier/ 
regulator and proceed to pinpoint 
test 1:-

Test alternator stator (see page 18-
28) 

Result Action 

O.4V to 0.7V Proceed to test 2 

Open circuit or Replace the unit. Proceed to 
short circuit test 4 

O.lV to 0.3V Proceed to test 3 

Open circuit or Replace the unit. Proceed to 
short circuit test 4 

More than 1.4V Proceed to test 4 
or OL on meter 

Less than l.4V or Replace the unit. Proceed to 
short circuit test 4 
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4 Reconnect the harness and run the engine. Check the 
charging voltage at 2000 rpm: 

Circuit Diagram 

Grey 
Socket for 
Alternator 

,-------

3 
2 

1 
~ 

~ ~ ~ ~ ~ ~ 

I 

LfY7tf}j 
7 

Grey 
Socket for 
Alternator 

13V - 15V 

Fault still present 

Voltage 
Controller 

Electrical System 

Action complete - quit test 

Test alternator stator (see page 
18-28> 

If alternator stator is 
serviceable, contact Triumph 
service 

+ 

,-------

Black 
Socket for 

Rectifier Out 

-

3 

2 
1 

-

Black 
Socket for 

Rectifier Out 
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Electrical System 

Lighting Circuit - Rocket III and 
Classic 

Key to Circuit Diagram 

Key Item Description 

1 Fuse Box (Fuses 2, 9 and 10) 

2 Ignition Switch 

3 Instrument Assembly 

4 Instrument Illumination 

5 Warning Lights 

6 Engine Harness Connector 

7 Oil Pressure Switch 

8 Tail Lamp 

9 Number Plate Lamp 

10 Headlamp 2 

11 Headlamp 1 

12 Starter Relay 

13 Headlamp Dip Switch 

14 Accessory Heated Handlebar Grips 

Key To Wiring Colour Codes 

Code Wiring Colour 

B Black 

U Blue 

N Brown 

G Green 

S Slate/Grey 

0 Orange 

K Pink 

R Red 

P Purple 

W White 

Y Yellow 

LG Light Green 

LU Light Blue 
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Electrical System 

Circuit Diagram - Lighting - Rocket III and Classic 
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Electrical System 

Lighting Circuit - Rocket III Touring Key To Wiring Colour Codes 

Key to Circuit Diagram Code Wiring Colour 

B Black 

Key Item Description U Blue 
1 Fuse Box (Fuses 1 and 2) 

N Brown 
2 Accessory Heated Handlebar Grips 

G Green 
3 Left Hand Switch Cube 

4 Headlamp Dip Switch 
S Slate/Grey 

5 Fog / Auxiliary Switch 0 Orange 

6 Accessory Lights Connector K Pink 

7 Headlamp R Red 

8 Headlight Bulb Dip Beam P Purple 
9 Headlight Bulb Main Beam W White 
10 Oil Pressure Switch 

Y Yellow 
11 Instruments 

12 Throttle Body Connector 

13 Position Light Bulb 

LG Light Green 

LU Light Blue 

14 Starter Relay 

15 Tail Lamp 

16 Number Plate Lamp 

17 Fuse Box (Fuses 9 and 10> 

18 Ignition Switch 

18.34 SelVice Manual - Rocket Ill/ Classic / Touring 



Electrical System 

Circuit Diagram - Lighting - Rocket III Touring 
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Electrical System 

Starting and Charging Circuit - Rocket III and Classic 

Key to Circuit Diagram Key To Wiring Colour Codes 

Key Item Description Code Wiring Colour 

1 Battery B Black 

2 Starter Motor U Blue 

3 Fuse 11 N Brown 
4 Starter Relay G Green 
5 Engine Control Module 

S Slate/Grey 
6 Gear Position Sensor 

7 Clutch Switch 
0 Orange 

8 Sidestand Switch 
K Pink 

9 Engine Management System Relay R Red 

10 Fuel Pump Relay P Purple 

11 Instrument Assembly W White 

12 Accessory Fuel Gauge Y Yellow 
13 Alarm Control Unit Or Harness Link Connector LG Light Green 
14 Starter Switch 

LU Light Blue 
15 Engine Kill Switch 

16 Ignition Switch 

17 Fuse Box (Fuses 5 and 9) 

18 Fuse Box (Fuses 2 and 6) 

19 Regulator / Rectifier 

20 Alternator 

18.36 SelVice Manual - Rocket Ill/ Classic / Touring 



Circuit Diagram - Starting and Charging - Rocket III and Classic 
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Electrical System 

Starting and Charging Circuit - Rocket III Touring 

Key to Circuit Diagram Key To Wiring Colour Codes 

Key Item Description Code Wiring Colour 

1 Battery B Black 

2 Battery + VE Connector U Blue 

3 Fuse Box (Fuse 11) N Brown 
4 Regulator / Rectifier G Green 
5 Fuse Box (Fuses 1, 2, 3, 4, 6 and 7) 

S Slate/Grey 
6 Fuse Box (Fuses 5 and 9) 

7 Ignition Switch 
0 Orange 

8 Right Hand Switch Cube 
K Pink 

9 Alarm R Red 

10 Instrument Assembly P Purple 

11 Fuel Pump Relay W White 

12 Engine Control Module Y Yellow 
13 Cooling Fan Relay LG Light Green 
14 Engine Management System Relay 

LU Light Blue 
15 Starter Relay 

16 Starter Motor 
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Circuit Diagram - Starting and Charging - Rocket III Touring 
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Electrical System 

Auxiliary and Accessory Circuit - Rocket III and Classic 

Key to Circuit Diagram Key To Wiring Colour Codes 

Key Item Description Code Wiring Colour 

1 Fuse Box (1, 2, 3, 4 and 8) B Black 

2 Ignition Switch U Blue 

3 Front Brake Light Switch N Brown 

4 Rear Brake Light Switch G Green 
5 Brake / Tail Light Assembly 

S Slate/Grey 
6 Accessory Fuel Gauge 

7 Diagnostic Connector 

8 Rear Left Direction Indicator 

0 Orange 

K Pink 

9 Rear Right Direction Indicator R Red 

10 Accessory Alarm Control Unit P Purple 

11 Front Left Direction Indicator W White 

12 Front Right Direction Indicator Y Yellow 

13 Instrument Assembly LG Light Green 
14 Direction Indicator Switch 

LU Light Blue 
15 Horn Switch 

16 Horn 

17 Indicator Relay 

18 Accessory Lights 

19 Accessory Heated Handlebar Grips 

20 Accessory Clock 

21 Accessory Socket 
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Electrical System 

Circuit Diagram - Auxiliary and Accessory - Rocket III and Classic 
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Electrical System 

Auxiliary and Accessory Circuit - Rocket III Touring 

Key to Circuit Diagram Key To Wiring Colour Codes 

Key Item Description Code Wiring Colour 

1 Accessory Socket B Black 

2 Accessory Heated Handlebar Grips U Blue 

3 GPS N Brown 
4 Diode Pack G Green 
5 Left Hand Switch Cube 

S Slate/Grey 
6 Horn Switch 

7 Direction Indicator Switch 
0 Orange 

8 Instrument Assembly 
K Pink 

9 Front Right Direction Indicator R Red 

10 Front Left Direction Indicator P Purple 

11 Alarm W White 

12 Rear Right Direction Indicator Y Yellow 
13 Rear Left Direction Indicator LG Light Green 
14 Diagnostic Connector 

LU Light Blue 
15 Rear Light Unit 

16 Tail Light Lamp 

17 Brake Light Lamp 

18 Horn 

19 Foot brake switch 

20 Right Hand Switch Cube (Brake Switch) 

21 Ignition Switch 

22 Fuse Box (1, 2, 3 and 5) 
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Electrical System 

Circuit Diagram - Auxiliary and Accessory - Rocket III Touring 
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Electrical System 

Complete System - Rocket III and Classic 

Key to Circuit Diagram 

Key Item Description 
Key Item Description 39 Rear Light 
1 Instrument Assembly 40 Number Plate Light 
2 Vehicle Speed Sensor 41 LH Rear Indicator 
3 Front Brake Lever Switch 42 Alarm Connector <Accessory) 
4 Engine Kill Switch 43 Starter Motor / Solenoid Assembly 
5 Starter Button 44 Battery 
6 Fuel Gauge <Accessory) 45 Starter Relay 
7 Engine Control Module 46 Rectifier / Regulator 
8 Gear Position Sensor 47 Alternator 
9 Lambda Sensor 48 Fuse Box 
10 Fuel Injector 1 49 Ignition Switch 
11 Fuel Injector 2 50 Accessory Light Connector 
12 Fuel Injector 3 51 Accessory Socket 
13 2nd Throttle Actuator 52 Heated Handlebar Grips Connector <Accessory) 
14 Idle Speed Control Actuator 53 Clock Connector <Accessory) 
15 Fall Detection Switch 54 Clutch Lever Switch 
16 Inlet Air Temperature Sensor 55 Horn Button 
17 2nd Throttle Potentiometer 56 Direction Indicator Switch 

18 Throttle Potentiometer 57 Headlamp Dip Switch 

19 Coolant Temperature Sensor 58 Direction Indicator Unit 

20 Oil Pressure Switch 59 LH Front Indicator 

21 Engine Sub-Harness Connector 60 Position Light 1 

22 Ambient Pressure Sensor 61 Headlamp 1 

23 MAP Sensor 62 Position Light 2 

24 Purge Valve 63 Headlamp 2 

25 Ignition Coil 1 64 Horn 

26 Ignition Coil 2 65 RH Front Indicator 

27 Ignition Coil 3 

28 Engine Management Relay 

29 Fuel Pump Relay 

30 Fuel Pump and Level Sensor Assembly 

31 Cooling Fan Relay 

32 Cooling Fan 

33 Diagnostic Connector 

34 Sidestand Switch 

35 Engine Earth 

36 Crankshaft Sensor 

37 Rear Brake Lever Switch 

38 RH Rear Indicator 
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Electrical System 

Complete System - Rocket III Touring 

Key to Circuit Diagram 

Key Item Description 
Key Item Description 39 Cooling Fan Relay 
1 Engine Control Module 40 Fuel Pump Relay 
2 Vehicle Speed Sensor 

41 Fuel Pump 
3 Engine Management Relay 42 Cooling Fan 
4 Engine Sub-Harness Connector 43 Number Plate Light 
5 Sidestand Switch 

44 Rear Brake Lever Switch 
6 Fuel Injector 1 

45 Horn 
7 Fuel Injector 2 

46 Diode Pack (Indicators) 
8 Fuel Injector 3 

47 Alccessories Socket 
9 2nd Throttle Actuator 48 Heated Handlebar Grips Connector (Accessory) 

10 Idle Speed Control Actuator 49 GPS Connection (Accessory) 

11 Coolant Temperature Sensor 50 Rear Light Assembly 

12 2nd Throttle Potentiometer 51 Brake Light 

13 Throttle Potentiometer 52 Rear Light) 

14 Oil Pressure Switch 53 Starter Motor / Solenoid Assembly 

15 Fall Detection Switch 54 Position Light 

16 Ambient Pressure Sensor 55 Headlamp Assembly 

17 Gear Position Sensor 56 Headlamp Main Beam 

18 Fuel Level Sensor 57 Headlamp Dip Beam 

19 Inlet Air Temperature Sensor 58 Accessory Light Connectionit 

20 MAP Sensor 59 Right Hand Switch Cube 

21 Purge Valve 60 Accessories Light Switch 

22 Ignition Coil 1 61 Headlamp Dip Switch 

23 Ignition Coil 2 62 Clutch Lever Switch 

24 Ignition Coil 3 63 Horn Button 

25 Lambda Sensor 64 Direction Indicator Switch 

26 Crankshaft Sensor 65 Ignition Switch 

27 Diagnostic Connector 66 Rectifier / Regulator 

28 Instrument Assembly 67 Fuse Box 

29 Left Hand Switch Cube 68 Battery Connection Positive 

30 Scroll Button 69 Battery 

31 Starter Button 70 Starter Relay 

32 Engine Kill Switch 

33 Front Brake Lever Switch 

34 Alarm Connector (Accessory) 

35 RH Front Indicator 

36 LH Front Indicator 

37 RH Rear Indicator 

38 LH Rear Indicator 
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